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PANE[S
ING. Kynar 500 Finishes ~

Factory coil applied, baked-on finish

Wea therXL FiniSh Clear UV 70% PVDF Kynar 500 Coating . (Metallics only)

] ] - ini Highly UV-Resistant 70% PVDF
Factory coil applied, baked-on finish Kynar 500 Coating (Fluoropolymer resin)

g

ENERGY STAR

UV-Resistant 30%
Silicone-Polyester Coating

UV-Resistant, Chromate-
activated Primer Coat *

Pre-treatment adhesion coat
~ Steel Substrate
Galvalume Coating :
Galvalume Coating
Steel Substrate .\

Galvalume Coating e

UV-Resistant, Chromate-
activated Primer Coat *

Galvalume Coating

UV-Resistant, Chromate-
activated Primer Coat *

. Backer/Washcoat Paint
Pre-treatment adhesion coat =

UV-Resistant, Chromate- /
activated Primer Coat * /
Backer/Washcoat Paint \

“Valspar patented PMY0302 primer system increases corrosion resistance
and chemically strengthens the bond between metal and finish.

** Fluropon, Fluropon Classic,
Fluropon Classic ll, Fluropon SR

ENERGY STAR® compliant coatings by Va\Spa [

WeatherXL™ and Fluropon™ are trademarks of the Valspar Corporation.
The Valspar logo is a registered trademark of the Valspar Corporation.



