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SL15 Panel -- is a snap-together architectural panel with a 1½” standing seam, typically used over 
a solid deck.  Available in both 26 ga. and 24 ga.  Minimum recommended slope is 3:12.  Pan stria-
tions required for all 26 ga. panels.

•    16” coverage, 26 ga.
•    12“, 16” & 18“ coverage, 24 ga.
•    1 ½” snaplock rib
•    Minimum slope 3:12
•    Requires solid decking
•    22 WXL stock colors, plus galvalume, 26 ga.
•    32 PVDF stock colors, plus galvalume and 
      glossy white, 24 ga.
•    UL Class A Fire rating
•    UL Class IV Impact rating
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Available in both 26 ga. SMP and 24 ga. Kynar with widths ranging from 12” to 20”.  Eight stocked colors for 16” 

SL15 PANEL

26 ga. & 24 ga.
UL90 #370
UL2218 Class IV/Impact
UL790 Class A/Fire

1.125

STRIATED PANEL
(2 STRIATION BEADS ON PANEL)

12” TO 24” COVERAGE

CLIP OFFSET

26 ga. & 24 ga.
UL90 #370
UL2218 Class IV/Impact
UL790 Class A/Fire
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1.125 STRIATED PANEL

12” TO 24” COVERAGE


